FMS Evaporation Ponds B and C Hydraulic Test Progress

7/13/2015 | 4:00 PM B 0 2.00 0.75 NA Surface 100% Crystallized

7/14/2015 | 4:00 PM B 71,997 71,997 2.25 0.75 NA 5% dissolved under VLT pump inlet pipe

7/15/2015 | 4:.00PM B 158,500 230,497 2.75 0.75 NA 10% dissolved in pockets on east pond

7/16/2015 | 4:00 PM B 162,550 393,047 3.25 0.75 NA 50% dissolved in pockets across pond

7/17/2015 | 4:.00PM B 140,049 533,096 3.75 0.75 NA No visible salt®

7/20/2015 | 4:.00PM B 152,597 685,693 4.00 0.75 NA No visible salt®

7/21/2015| 4:00 PM B 166,937 852,630 4.75 0.75 NA No visible salt®

7/22/2015 | 4:00 PM B 166,072 1,018,702 5.25 0.75 NA No visible salt®

7/23/2015 | 4:00 PM B 0 1,018,702 5.25 0.75 NA No visible salt3 note 4
7/24/2015 | 9:30 AM B 0 1,018,702 5.25 0.75 NA No visible salt’ note 4

Notes:
1) Depth reported against installed liner Staff Gauge. Liner Staff Gauge freeboard level is at 8 feet.
2) Visual estimates of degree of precipitates dissolved based on visual observations
3) Salt either dissolved or fluid is too deep to observed directly
4) Godwin Pump reached suction head operation limit in VLT pond at the 8 foot pond level, pumping switched over to transfer fluid from Pond C
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